Intertek

Total Quality. Assured.

TYPE EXAMINATION

Equipment or Protective System Intended for use in Potentially Explosive Atmospheres Directive
2014/34/EU

1.

2.

10.

Certification Officer:

Type Examination Certificate Number: ETL23ATEX0334X IssueO
Product: Gas Analyzer (WDG-V HP; WDG-V/S Series)
Manufacturer: AMETEK Process Instruments.

Address: 150 Freeport Road
Pittsburgh, PA 15238
United States of America

This product and any acceptable variation thereto is specified in the schedule to this certificate
and the documents therein referred to.

Intertek Testing Services NA Ltd., certifies that this product has been found to comply with the
Essential Health and Safety Requirements relating to the design and construction of the products
intended for use in potentially explosive atmospheres given in Annex |l of Directive 2014/34/EU of
the European Parliament and of the Council, dated 26 February 2014.

Compliance with the Essential Health and Safety Requirements has been assured by compliance
with EN 60079-0:2018; EN 60079-2:2014 except in respect of those requirements referred to
within item 14 of the Schedule

If the sign “X” is placed after the certificate number, it indicates that the product is subject to the
special conditions of use specified in the Schedule to this certificate.

This Type Examination Certificate relates only to the design of the specified product and not to
specific items subsequently manufactured.

The marking of the product shall include the following:
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This Certificate is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this
Certificate. Only the Client is authorized to permit copying or distribution of this Certificate and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or advertisement
of the tested material, product or service must first be approved in writing by Intertek. This Certificate is accredited under SCC file number 10014.

Intertek Testing Services NA Ltd., 14920-135 Avenue, Edmonton, AB, T5V 1R9, Canada
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Intertek

Total Quality. Assured.

SCHEDULE:
TYPE EXAMINATION CERTIFICATE NUMBER  ETL23ATEX0334X  Issue 0

11. Description of Equipment or Protective System

The WDG-V HP and WDG-V/S Series is an Oxygen, Combustibles, and Methane gas analyzer. The
oxygen measurement is made with a Zirconium Oxide cell heated to 680 degrees Celsius. The
optional combustible and Methane measurements are made with catalytic bead detectors. The
internal box temperature is maintained to 225 degrees Celsius. In use, the WDG-V HP is typically
mounted on the side of a flue and measures the concentrations of resultant gasses of a
combustion process. The method of protection for the analyzer in hazardous locations is a type pzc

purge.
Model Reference:

e WDG-V HP (Oxygen Only)

e WDG-VC HP (Oxygen and combustibles)

e WDG-VCM HP (Oxygen, Combustibles, and Methane)
e WDG-VM HP (Oxygen and Methane)

e WDG-V/S (Oxygen Only)

e WDG-VC/S (Oxygen and combustibles)

e WDG-VCM/S (Oxygen, Combustibles, and Methane)
e WDG-VM/S(Oxygen and Methane)

12. Report Number
Intertek Report: 105319781CRT-002 Issue: 0 Dated: 23-January-2024

13. Conditions of Certification

(a). Special Conditions of Use
e Innormal operation, no combustible gases are expected to enter the analyzer.
e Use only appropriately approved conduit fittings or cable fittings for conduit entry, no
holes should be unplugged.

(b). Conditions of Manufacture - Routine Tests

e Functional Test (EN 60079-2:2014 Clause 17.1) — The performance of safety devices
provided with the pressurized enclosure shall be verified.

e Leakage Test (EN 60079-2:2014 Clause 17.2) — The pressure in the pressurized enclosure
shall be adjusted to the maximum overpressure specified by the manufacturer for normal
service. With the outlet aperture closed, the leakage flow rate shall be measured at the
inlet aperture. The measured flow rate shall be not greater than the maximum leakage
flow rate specified by the manufacturer.

14. Essential Health and Safety Requirements (EHSRs)

The relevant Essential Health and Safety Requirements (EHSRs) affected by this variation have
been identified and assessed in Intertek 105319781CRT-002 Issue: 0 Dated: 23-January-2024.

This Certificate is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this
Certificate. Only the Client is authorized to permit copying or distribution of this Certificate and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or advertisement
of the tested material, product or service must first be approved in writing by Intertek. This Certificate is accredited under SCC file number 10014.

Intertek Testing Services NA Ltd., 14920-135 Avenue, Edmonton, AB, T5V 1R9, Canada
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SCHEDULE:
TYPE EXAMINATION CERTIFICATE NUMBER ETL23ATEX0334X

15. Drawings and Documents

Issue 0

Complete Assembly Drawing WDGV HP

WDGV HP ASSY DWG

3-31-2023

WDG-V HP Series and WDG-V/S Series
(Installation Manual)

PN 10686-17-5

2023




