
TYPE-EXAMINATION CERTIFICATE 

 

 

This Certificate is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's 
responsibility and liability are limited to the terms and conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in 
accordance with the agreement, for any loss, expense or damage occasioned by the use of this Certificate. Only the Client is authorized to permit copying 
or distribution of this Certificate and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or advertisement of the tested 
material, product or service must first be approved in writing by Intertek. 

Intertek Italia S.p.A. Via Miglioli, 2/A - 20063 Cernusco sul Naviglio, Milano - Italy 
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16 May 2022  
 

Certificate issue date  Todd L. Relyea 
Certification Officer 
Intertek Italia S.p.A.   

This certificate has been issued by Intertek Italia S.p.A. on transfer from Intertek 
Testing & Certification Ltd. using the same issued original certificate number. 
 

  

1. Type-examination Certificate (Module A) 

2. Equipment or Protective System intended for use in potentially explosive atmospheres (Directive 
2014/34/EU) 

3. Type examination certificate Nr ITS-I22ATEX33037X  R.0 

4. Product: Rack Mounted, Photometric, Analyzer 

5. Manufacturer: Ametek Canada LP Applicant: Ametek Canada LP 

6. Address: 2876 Sunridge Way NE 

Calgary, AB 

Canada T1Y 7H9 

Address: 2876 Sunridge Way NE 

Calgary, AB 

Canada T1Y 7H9 

7. This product and any acceptable variation thereto are specified in the schedule to this certificate and therein referred to. 

8. INTERTEK ITALIA S.p.A., certifies that the equipment or protective system has been found to comply with the essential 
Health and Safety Requirements relating to the design and construction of equipment and protective system intended for 
use in potentially explosive atmosphere, given in Annex II of the Directive.  

The examination and tests results are recorded in confidential technical evaluation Intertek Report Nr. 104225068CRT-002 

9. Compliance with the Essential Health and Safety Requirements has been assured by compliance with EN IEC 60079-0:2018 
and EN 60079-15:2010 with except in respect of those requirements referred to at item 16 of the Schedule. 

10. If the sign X is placed after the certificate number, it indicates that the product is subject to Special Conditions for Safe 
Use specified in the schedule to this certificate. 

11. This Type Examination Certificate relates only to the design and construction of the specified product. Further 
requirements of the Directive apply to the manufacturing process and supply of this product. These are not covered by 
this certificate. 

12. The marking of the product shall include the following: 

 

II 3 G Ex db eb ec mb nA nc IIC T4 Gc 

Tamb: -0°C ÷ +50°C 



 
 
 
SCHEDULE 
 
TYPE EXAMINATION CERTIFICATE NUMBER: ITS-I22ATEX33037X  R.0 
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13.  DESCRIPTION OF THE EQUIPMENT OR PROTECTIVE SYSTEM 
 
The Model 993XRM is a UV process spectrometer that is primarily used for measuring concentrations of gases 
or liquids in the range from ppm to percent. It is used primarily in the oil and gas or chemical industries. It is 
packaged in an IP40 rack mount enclosure made from 2 mm thick aluminum with an approved third party 
manufactured Human Machine Interface display on the front panel. Inside of the enclosure are the 
spectrometer/optical bench, which contains two lamps and two photomultiplier tubes., as well as sample 
system components (optional sample cell, filter, sample system block). It is intended to be used inside of 
buildings or enclosures in Zone 2 or Division 2 Hazardous areas and over an ambient temperature range of 0°C 
to +50°C 
 
 
CE Marking shall be accompanied by the identification number of the Notified Body responsible for surveillance 
of production. 
 

14.  DRAWINGS AND DOCUMENTS 
 

TITLE DOCUMENT Nr LEVEL DATE 

9933RM AC (or 24vdc) input & 24V wiring 9933RM AC&DC - REV A sch A 08/26/2019 

9933RM Sensor Wiring 9933RM Sensor Wiring  - REV 
A sch 

A 08/26/2019 

9933RM Gas Analyzer 

Essential Health and Safety Requirements 

PN 903-8810 A Original Issue 

CERTIFICATION DRAWING, 993XRM ANALYZER, 
IECEx/ATEX 

WX-INT-993XRM A Original Issue 

 
Copies of the above listed documents are kept at Intertek Italia S.p.A. archive. 
 

15.  SPECIAL CONDITIONS FOR SAFE USE [IF APPLICABLE, NUMBER CERTIFICATE WITH “X”] 
 

• The equipment shall be installed in an enclosure that provides a degree of protection not less 
than IP 54, as defined in accordance with IEC/EN 60079-15 
 

• The equipment shall only be used in an area of not more than pollution degree 2, as defined in 
IEC 60664-1 

 
16.  ESSENTIAL HEALTH AND SAFETY REQUIREMENTS 
 

The relevant essential Health and Safety Requirements have been identified and assessed in Intertek Report Nr. 
104225068CRT-002 dated 6 April 2022. 
 

  



 
 
 
SCHEDULE 
 
TYPE EXAMINATION CERTIFICATE NUMBER: ITS-I22ATEX33037X  R.0 
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17. ROUTINE (FACTORY) TESTS 
 

• Dielectric test: (2U + 1 000 V) r.m.s, or 1 500 V r.m.s.for 60s 
 
18. DETAIL OF CERTIFICATE CHANGES 
 
None – First Issue 
 


