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Optional accessory:
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Issue No: 0

Certificate history:

Ex db eb ec mb nA nC IIC T4 Gc

0°C to 50°C

IECEx ETL 22.0016X

1.
2.
3.

Approved for issue on behalf of the IECEx 
Certification Body:

Position:

Signature:
(for printed version)

Date:
(for printed version)

This certificate and schedule may only be reproduced in full.
This certificate is not transferable and remains the property of the issuing body.
The Status and authenticity of this certificate may be verified by visiting www.iecex.com or use of this QR Code.

Certificate issued by:

Intertek
3933 US Route 11 South 
Cortland NY 13045-2995 
United States of America

Todd L. Relyea

Certification Officer

https://www.iecex.com
https://www.iecex.com
https://www.iecex-certs.com/#/deliverables/CERT/1508886/view
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Issue No: 0

Manufacturer: AMETEK Canada LP
2876 Sunridge Way N.E. 
Calgary 
Alberta T1Y 7H9 
Canada

Manufacturing 
locations:

This certificate is issued as verification that a sample(s), representative of production, was assessed and tested and found to comply with the 
IEC Standard list below and that the manufacturer's quality system, relating to the Ex products covered by this certificate, was assessed and 
found to comply with the IECEx Quality system requirements.This certificate is granted subject to the conditions as set out in IECEx Scheme 
Rules, IECEx 02 and Operational Documents as amended

STANDARDS :
The equipment and any acceptable variations to it specified in the schedule of this certificate and the identified documents, was found 
to comply with the following standards

IEC 60079-0:2017 
Edition:7.0

Explosive atmospheres - Part 0: Equipment - General requirements

IEC 60079-15:2017 
Edition:5.0

Explosive atmospheres - Part 15: Equipment protection by type of protection "n"

This Certificate does not indicate compliance with safety and performance requirements 
other than those expressly included in the Standards listed above.

TEST & ASSESSMENT REPORTS:
A sample(s) of the equipment listed has successfully met the examination and test requirements as recorded in:

Test Report:

Quality Assessment Report:

AMETEK Canada LP
2876 Sunridge Way N.E. 
Calgary 
Alberta T1Y 7H9 
Canada

US/ETL/ExTR22.0012/00

NL/DEK/QAR12.0037/05

https://webstore.iec.ch/publication/32878
https://webstore.iec.ch/publication/33074
https://www.iecex-certs.com/#/deliverables/REPORT/82250/view
https://www.iecex-certs.com/#/deliverables/REPORT/62809/view
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EQUIPMENT: 
Equipment and systems covered by this Certificate are as follows:

SPECIFIC CONDITIONS OF USE: YES as shown below:

Annex:

SFT-IECEx-OP-19f - Annex for IECEx Certificate of Conformity .pdf

The Model 993XRM is a UV process spectrometer that is primarily used for measuring concentrations of gases or liquids in the range from 
ppm to percent. It is used primarily in the oil and gas or chemical industries. It is packaged in an IP40 rack mount enclosure made from 2 mm 
thick aluminum with an approved third party manufactured Human Machine Interface display on the front panel. Inside of the enclosure are 
the spectrometer/optical bench, which contains two lamps and two photomultiplier tubes., as well as sample system components (optional 
sample cell, filter, sample system block). It is intended to be used inside of buildings or enclosures in Zone 2 or Division 2 Hazardous areas 
and over an ambient temperature range of 0°C to +50°C.

The equipment shall be installed in an enclosure that provides a degree of protection not less than IP 54, as defined in accordance with IEC/
EN 60079-15

The equipment shall only be used in an area of not more than pollution degree 2, as defined in IEC 60664-1

https://www.iecex-certs.com/#/deliverables/CERT/1508886/view
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SFT-IECEx-OP-19f (26 October 2018) 

 

Technical Documents 

Title: Drawing No.: Rev. Level: Date: 

9933RM AC {or 24 VDC} INPUT & 24V WIRING 9933RM AC&DC - REV A sch A 2019-08-26 

9933RM SENSOR WIRING 9933RM Sensor Wiring  - REV 
A sch 

A 2019-08-26 

9933RM Gas Analyzer 

Essential Health and Safety Requirements 

PN 903-8810_English, A 04/08/20 

CERTIFICATION DRAWING, 993XRM 
ANALYZER, IECEx/ATEX 

WX-INT-993XRM A Original Issue 
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SFT-IECEx-OP-19f (26 October 2018) 

 

 

IECEx Certified Components on Which Conformance Depends 

Item  Description Manufacturer Type 
Certificate No. / 
Standards* 

Coding / Ratings 

1 M20 PLUG 
Eaton Electrical 
Systems 

REDAPT PA-D-1-1-
04-00 

ITS16ATEX101335X/IE
CEx ITS 16.0012X 

Ex db I/IIC Mb/Gb 

Ex eb I/IIC Mb/Gb  

Ex tb IIIC Db 

2 

HMI LCD TOUCH 
SCREEN 

 

SCHNEIDER 
ELECTRIC 
JAPAN 
HOLDINGS 
LTD. 

PFXLM4301TADAC 
INERIS 
13ATEX3017X/IECEx 
INE 16.0015X 

Ex nA nC IIC T4 Gc 

Ex tc IIIC T135°C Dc 

3 
SOLENOID VALVE, 3-
WAY, 24VDC  

Bürkert Werke 
GmbH 

BURKERT 
CONTROMATIC 
00294474 

PTB 98 ATEX Q008-
10/IECEx PTB 
05.0026X 

Ex d e IIC T4 or T5 or 

Ex d e mb IIC T4 or T5 or 

Ex d e ia IIC T4 or T5 or 

Ex d e ia mb IIC T4 or T5 

Ex tD A21 IP 65 T 135 °C 
or T 100 °C 

4 
SOLENOID VALVE, 2-
WAY, 24VDC  

Bürkert Werke 
GmbH 

BURKERT 
2FFVBFB01-5-
024/UC-03*DF83 

+JW10+KS45+MC1
3+PX65 

PTB 00 ATEX 
2129X/IECEx PTB 
14.0049X 

Ex mb IIC T4, T5, T6, Gb 

Ex mb III C T80°C, T95°C, 
T130°C Db 

5 IR SENSOR  
SGX Europe Sp. 
zo.o. 

SGX IR601/2   BAS 01 ATEX 2110X II 2G Ex db IIC T5 Gb 

6 TC SENSOR 
SGX Europe Sp. 
zo.o. 

SGX VQ631M BAS 01 ATEX 2110X  II 2G Ex db IIC T5 Gb 

7 IR SENSOR N.E.T. S.r.l. NENVITECH NET3X  CESI 01 ATEX 066U 

Ex db IIC T6, T5 Gb 

Ex tb IIIC T85°C, T100°C 
Db 

Ex db op is IIC T6, T5, T4 
Gb 

IP65 (only model with GD 
Adapter) 

8 GROUND TERMINAL 

Weidmüller 
Interface 
GmbH & Co. 
KG 

WEIDMULLER 
1521540000 

TUEV 16 ATEX 7909U 

IECEx TUR 16.0036U 
Ex eb IIC Gb 

9 TERMINAL BLOCK 

Weidmüller 
Interface 
GmbH & Co. 
KG 

WEIDMULLER 
1988170000 

TUEV 17 ATEX 8030U 

IECEx TUR 17.0015U 
Ex eb IIC Gb 
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SFT-IECEx-OP-19f (26 October 2018) 

 

IECEx Certified Components on Which Conformance Depends 

Item  Description Manufacturer Type 
Certificate No. / 
Standards* 

Coding / Ratings 

10 TERMINAL BLOCK 

Weidmüller 
Interface 
GmbH & Co. 
KG 

WEIDMULLER 
1547610000 

TUEV 16 ATEX 7909U 

IECEx TUR 16.0036U 
Ex eb IIC Gb 

11 TERMINAL BLOCK 

Weidmüller 
Interface 
GmbH & Co. 
KG 

WEIDMULLER 
1988160000 

TUEV 17 ATEX 8030U 

IECEx TUR 17.0015U 
Ex eb IIC Gb 

12 
GATEWAY,SERIAL TO 
ETHERNET MODBUS 

Moxa Inc. 
MOXA MGATE 
MB3270  

DEMKO 19 ATEX 
2232X 

IECEx UL 19.0058X 

Ex ec IIC T4 Gc 

All models without suffix –
T: 0 °C to +60 °C 

All models with suffix –T: -
40 °C to +75 °C 

13 

 
POWER SUPPLY 

Traco 
Electronic AG 

TRACO TIB 080-
124EX  

24VDC, 80WATTS 

SIQ 18 ATEX 043 U 
II 3G Ex nA nC IIC T3...T4 
Gc 

14 POWER SUPPLY PULS GmbH 
PULS CD5.241-L1 

24VDC, 92WATTS 

EPS 08 ATEX 1142X 

IECEx EPS 14.00001X 

Ex ec nC IIC T4 Gc 

 

* “No applicable Technical Differences” or “Technical Differences evaluated and found satisfactory – for detail see 
ExTR” 
 
 

Required Manufacturer Routine Testing 

Test Title/Description of Test Standard and Clause 

1 

Dielectric test - (2U + 1 000 V) r.m.s, or 1 500 V r.m.s.for 60s 

 

Alternatively, the test shall be carried out at 1.2 times the test voltage, but shall 
be maintained for at least 100 ms. 

IEC 60079-15, clause 6.2, 12.1 

 


